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1.0 Introduction

Glanbia Foods, Inc. (Glanbia) operates a cheese and whey manufacturing facility located at
1728 South 2300 East, Gooding, Idaho. The facility covers approximately 500 acres of land
located about 3.7 miles east of Gooding, Idaho in an attainment area for all criteria
pollutants. '

Glanbia is requesting a permit modification from the Idaho Department of Environmental
Quality (IDEQ) for Permit-To-Construct (PTC), permit number P-2007.0052, currently issued
to the Gooding facility. Specifically, Glanbia is proposing to upgrade their lactose
production line with new process equipment and install a new WPC bagging line. The only
regulated pollutant that needs to be evaluated for this permit modification is particulate
matter less than 10 microns in diameter (PM,g). There are seven new emission points
proposed with the equipment upgrade of the lactose production line and new WPC bagging
line. They include:

e Drying Process — (1) A new primary dryer will replace the current delumper. The
primary dryer will be steam heated. The primary dryer will contain a new baghouse
system to replace the existing scrubber. (2)A secondary fluidized bed dryer will
replace the existing dryer. The fluidized bed dryer will also be steam heated. The
fluidized bed utilizes a baghouse for product recovery.

e Milling Process — (3) Lactose product recovered from the drying process is directed
to a receiving baghouse. The lactose product recovered from the receiving baghouse
is either routed to the existing Bauermeister Mill or a new Powder Mill

» Powder Handling — (4) The two existing lactose powder bins will no longer exhaust
into the facility but will be reconfigured to exhaust to the atmosphere with the
addition of one new powder bin. Therefore, one stack will be configured to combine
the exhaust streams of three lactose powder bins. (5) The two existing surge hoppers
will no longer exhaust into the facility but will be reconfigured to exhaust to the
atmosphere. Therefore, one stack will be configured to combine the exhaust streams
of two existing surge hoppers.

e WPC Bagging Line (2 emission points) -~ A new WPC bagging line is proposed to
handle the WPC bulk storage from the existing WPC filling station. This will involve
two new emission points. (6) A new WPC surge hopper will vent to the atmosphere;
and (7) a new nuisance baghouse on the end of the WPC bagging line.

A scaled plot plan with stack locations is provided in Figure 1.

Glanbia is also requesting that the permit language in permit condition 4.10 (P-2007.0052,
modified August 22, 2007) that cites “annual compliance certification” be removed. This is
permit language that only Tier I permit holders received which is not applicable to this
facility.

Additionally, Glanbia is requesting to remove the operating, monitoring, recordkeeping,
reporting requirements for the scrubber operation because the scrubber will be taken out of
service and replaced within six months of the completion of the previous lactose production
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upgrade. Therefore, Glanbia is requesting to remove permit conditions 4.5 through 4.9 (P-
2007.0052, modified August 22, 2007).

A pre-permit application meeting about this project was held with IDEQ on January 11,
2008. '

An application fee has been included with the application submittal in accordance with
IDAPA 58.01.01.226.

2.0 Process Description

The Glanbia Gooding facility produces whey powder from the lactose production line.
Lactose whey is produced through a multi-step process starting from evaporation of raw
milk into crystallizers to a series of refiners before entering a drying cycle. A primary dryer
utilizes steam heat to carry lactose particles to a cyclone. Lactose particles are discharged
from the cyclone to a fluidized bed dryer for final drying. Fine lactose particles are carried in
the airstreams from the primary and fluidized bed dryers to their corresponding baghouses
and the mill receiving baghouse for product recovery. Most of the lactose particles are
discharged from the fluidized bed to a conveying line for transport to lactose powder bins.
Lactose whey is temporarily stored in the powder bins and eventually is transferred
through a surge hopper to the lactose bagging line where the finished product is received
for packaging. A relatively small amount of fine whey particulate matter will emit to the
atmosphere through the new baghouses associated with the lactose powder bins and surge

hopper.

A new dedicated WPC bagging line will allow finished WPC to be packaged more
efficiently. Dried WPC is transferred to WPC powder bins. (The WPC powder bins are
enclosed within the building.) Finished WPC is transferred from the WPC powder bins to
the new WPC bagging line. The WPC process line and Lactose process line will utilize the
same piping and feed system for bulk packaging. ’

There are no changes proposed for any of the fuel combustion sources for this permit
modification.

Process flow diagrams for the lactose line upgrade and WPC bagging line addition are
provided in Appendix A. IDEQ permit application forms are provided for the new lactose
line and WPC bagging line equipment in Appendix B.

3.0 Emissions Estimates

PMyo emission calculations have been prepared for seven new baghouses (5 with the Lactose
Process Line and 2 with the new WPC bagging line) associated with a net increase in lactose
whey and WPC from equipment upgrades. As mentioned in the introduction, PMyp is the
only regulated pollutant affected by the equipment upgrades. Potential-to-emit (PTE)
calculations are based on manufacturer powder ratings and baghouse efficiencies for the
Lactose process line and manufacturer grain loading for the WPC bagging line. Emission
calculations are provided in Appendix C.

There are no toxic air pollutants emitted as a result of the equipment upgrades.
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3.1 Process Equipment

IDEQ has previously determined that the lactose receiving baghouse is considered process
equipment. The lactose receiving baghouse is used by the Bauermister Mill to recover dried
whey product. This process could not operate without the baghouse because removing it
would result in total loss of product.

This same determination is being proposed for the seven new baghouses included in this
permit modification. The primary objective is to package whey product so the goal is to
maximize collection efficiency and recover as much of the whey product as possible.
Therefore, Glanbia is requesting no emission limits for any of the baghouses.

4.0 Facility Classification

The Gooding facility is classified as a minor facility because its PTE is less than major source
thresholds without requiring PTE limits. The facility is not a designated facility as defined in
IDAPA 58.01.01.006.26. The facility is not a major source as defined in IDAPA
58.01.01.008.10.

The facility is located in Gooding County which is classified as unclassifiable for PMioas
well as all other regulated criteria pollutants.

- 5.0 Dispersion Modeling |

An air dispersion modeling protocol was prepared by CH2M HILL and submitted to IDEQ
via e-mail on January 14, 2008. CH2M HILL updated the modeling protocol based on new
stack parameter information and submitted a revised protocol to IDEQ on January 22, 2008.
IDEQ conditionally approved the modeling protocol on January 30, 2008. A hardcopy of the
air dispersion modeling protocol and IDEQ protocol approval letter are included in
Appendix D.

The source parameters and modeling assumptions are identified within the modeling
protocol. Stack parameters are derived from manufacturer specifications (NIRO, Bay Area
Filtration, and Donaldson). Manufacturer supplied baghouse efficiencies were supplied by
Bay Area Filtration for the Lactose line and grain loading information was supplied by
Donaldson for the WPC baghouses. Furthermore, information was supplied by these
vendors via e-mail to obtain typical baghouse temperatures and average flow rates (based
on fan curve data). In addition, baghouse powder rates were supplied by each
manufacturer. Manufacturer supplied information is provided in Appendix E.

Ambient air is defined as the perimeter fenceline covering approximately two-thirds of the
site to the west, north, and parts of the east and south. The property boundary that is not
fenced on the southern and eastern ends is identified with no trespassing signs. No
trespassing signs are evenly distributed at approximately 200 feet intervals along the
unfenced perimeter. ‘

A PMy emission estimate increase differential was evaluated for seven baghouses and the
removal of the Lactose scrubber. A preliminary modeling analysis was performed based on
the increase in PMio emissions from the seven new baghouses and negative PM emissions
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from removal of the Lactose scrubber. The preliminary modeling impacts of PMio were
above the significant contribution levels. Therefore, a more refined modeling assessment
was performed to evaluate the facility-wide impacts of PMyo against the National Ambient
Air Quality Standards (NAAQS).

The PMy facility-wide evaluation included the sources listed in Table 2 and Table 4 of the
DEQ approved modeling protocol. The three natural gas roof-mounted heaters listed in
Table 4 of the protocol were combined into one volume source for modeling purposes.

Appendix F summarizes the modeling results in comparison to the PMio NAAQS. The
modeled maximum PMi concentration results were added to the background concentration
for each pollutant and averaging period to determine the overall maximum concentration.
Background concentrations used in this refined modeling analysis were provided by Kevin
Schilling, IDEQ, within the approved protocol dated January 30, 2008. The overall
maximum concentrations for each pollutant and averaging period were less than the
regulatory standards. Therefore, no additional analysis is required.

6.0 Applicable Requirements

A regulatory analysis was performed for the Gooding facility to determine the applicability
of the state and federal air quality regulations. The regulatory applicability determinations
are included in this section.

The following sections address air quality regulatory compliance requirements for the
Gooding facility. As detailed below, the source will comply with all applicable Idaho air
quality regulations codified in IDAPA 58.01.01, as well as applicable EPA Code of Federal
Regulations (CFR). ’

Federal Regulations

No federal regulations are applicable to this lactose whey production increase or lactose
scrubber.

IDAPA Regulations

IDAPA 58.01.01.123
CERTIFICATION OF DOCUMENTS

“ All documents, including but not limited to, application forms for permits to construct,
‘application forms for operating permits, progress reports, records, monitoring data,
supporting information, requests for confidential treatment, testing reports or
compliance certifications submitted to the Department shall contain a certification by a
responsible official. The certification shall state that, based on information and belief
* formed after reasonable inquiry, the statements and information in the document are
true, accurate, and complete.”

IDAPA 58.01.01.124
TRUTH, ACCURACY AND COMPLETENESS OF DOCUMENTS.

“ All documents submitted to the Department shall be truthful, accurate and complete.”
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IDAPA 58.01.01.125
FALSE STATEMENTS

“No person shall knowingly make any false statement, representation, or certification in
any form, notice, or report required under any permit, or any applicable rule or order in
force pursuant thereto.”

IDAPA 58.01.01.130
STARTUP, SHUTDOWN, SCHEDULED MAINTENANCE, SAFETY MEASURES,
UPSET AND BREAKDOWN.

1. Primary Dryer Baghouse
Fluidized Bed Dryer Baghouse
Mill Receiving Baghouse
Powder Bin Baghouse

Lactose Surge Hopper Baghouse
WPC Surge Hopper Baghouse
WPC Nuisance Baghouse

Nk WN

If an excess emission event occurs during startup, shutdown, scheduled maintenance, safety
measures, upset or breakdown, Glanbia will comply with IDAPA 58.01.01.130 through
58.01.01.136.

IDAPA 58.01.01.156
TOTAL COMPLIANCE

“Where more than one (1) section of these rules applies to a particular situation, all such
rules must be met for total compliance, unless otherwise provided for in these rules.”

IDAPA 58.01.01.157
TEST METHODS AND PROCEDURES

Primary Dryer Baghouse
Fluidized Bed Dryer Baghouse
Mill Receiving Baghouse
Powder Bin Baghouse

Lactose Surge Hopper Baghouse
WPC Surge Hopper Baghouse
WPC Nuisance Baghouse

NG WN e

If an emission test is required, Glanbia will adhere to procedures outlined in
IDAPA 58.01.01.157. ‘

IDAPA 58.01.01.161
TOXIC SUBSTANCES

“ Any contaminant which is by its nature toxic to human or animal life or vegetation
shall not be emitted in such quantities or concentrations as to alone, or in combination
with other contaminants, injure or unreasonably affect human or animal life or
vegetation.”

No increase in toxic emission estimates is associated with the addition of the new lactose
equipment and new WPC bagging line.
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IDATPA 58.01.01.200
PROCEDURES AND REQUIREMENTS FOR PERMITS TO CONSTRUCT

1. Primary Dryer Baghouse
Fluidized Bed Dryer Baghouse
Mill Receiving Baghouse
Powder Bin Baghouse

Lactose Surge Hopper Baghouse
WPC Surge Hopper Baghouse
7. WPC Nuisance Baghouse

Glanbia will follow the procedures and requirements outlined under IDAPA 58.01.01.200
for obtaining a PTC.

SR WN

IDAPA 58.01.01.210

DEMONSTRATION OF PRECONSTRUCTION COMPLIANCE WITH TOXIC
STANDARDS

“In accordance with Subsection 203.03, the applicant shall demonstrate pre-construction
compliance with Section 161 to the satisfaction of the Department. The accuracy,
completeness, execution and results of the demonstration are all subject to review and
approval by the Department.”

No increase in toxic emission estimates is associated with the addition of the new lactose
equipment and new WPC bagging line.

IDAPA 58.01.01.300
PROCEDURES AND REQUIREMENTS FOR TIER I OPERATING PERMITS

“The purposes of Sections 300 through 399 are to establish requirements and procedures
for the issuance of Tier I operating permits.”

Not applicable — facility classified as minor source.

IDAPA 58.01.01.577

AMBIENT AIR QUALITY STANDARDS FOR SPECIFIC AIR POLLUTANTS
(PM-10, SOx, NOx, CO, Pb)

IDAPA 58.01.01.577.01 PM-10 Standards
Primary Dryer Baghouse

Fluidized Bed Dryer Baghouse

Mill Receiving Baghouse

Powder Bin Baghouse

Lactose Surge Hopper Baghouse
WPC Surge Hopper Baghouse
WPC Nuisance Baghouse

N TR e

IDAPA 58.01.01.577.01.a Primary and Secondary Standards
IDAPA 58.01.01.577.01.a.i  Annual Standard
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“Fifty (50) micrograms per cubic meter, as an annual arithmetic mean -- never expected
to be exceeded in any calendar year.”

IDAPA 58.01.01.577.01.a.ii 24-hr Standard
“One hundred fifty (150) micrograms per cubic meter as a maximum twenty-four (24)
hour concentration -- never expected to be exceeded more than once in any calendar
year.”

IDAPA 58.01.01.578
DESIGNATION OF ATTAINMENT, UNCLASSIFIABLE, AND NONATTAINMENT
AREAS

The proposed site for the stationary sources, Gooding County, is in an attainment or
unclassifiable area for NOx, CO, SOy, ozone, lead, and PMjj.

IDAPA 58.01.01.590
NEW SOURCE PERFORMANCE STANDARDS

The proposed sources are not subject to 40 CFR Part 60.

IDAPA 58.01.01.591
NATIONAL EMISSION STANDARDS FOR HAZARDOUS AIR POLLUTANTS

The proposed sources are not regulated under 40 CFR Part 61 and 40 CFR Part 63.

IDAPA 58.01.01.625
VISIBLE EMISSIONS

1. Primary Dryer Baghouse
Fluidized Bed Dryer Baghouse
Mill Receiving Baghouse
Powder Bin Baghouse

Lactose Surge Hopper Baghouse
WPC Surge Hopper Baghouse
WPC Nuisance Baghouse

NGO U R W N

“ A person shall not discharge any air pollutant into the atmosphere from any point of
emission for a period or periods aggregating more than three (3) minutes in any sixty
(60) minute period which is greater than twenty percent (20%) opacity as determined by
this section.”

It is proposed that the facility will conduct a weekly inspection of each new baghouse to
ensure its proper operation.
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Figure 1
Scaled Plot Plan
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Appendix A
Process Flow Diagrams
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Appendix B
IDEQ PTC Application Forms




General Information Form Gl

DEQ AIR QUALITY PROGRAM

1410 N. Hilton, Boise, 1D 83706 PERMIT TO CONSTRUCT APPLICATI_(_)N
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/13/07

Please see instructions on page 2 before filling ouf the form.
All information is required. If information is missing, the application will not be processed.

R IDENTIFICATION ' s

1. Company Name Glanbia Foods, Inc.
2. Facllity Name (if ditferent than #1) Glanbia Foods, Gooding Facility
3. Facility 1.D. No. - 1047-00008

4, Brief Project Description:

FACILITY INFORMATION

5. Ownedfoperated hy: D Federal government [:l County government
t!if applicable) [ state government ~ [_] City government
Oy rac ity Permit Contact Todd Hughes, Environmental Manager

7. Telephone Number and Email Address (208) 934-9835 thughes@glanbiausa.com

8. Alternate Facility Contact Person/Title Doug Pettinger, Environmental Director

9. Telephons Number and Email Address dpettinger@glanbiausa.com
10, Address to which permit should be sent 1728 South 2300 East

1. City/State/Zip Gooding, ldaho 83330

12. Equipment Location Address {if different
than #9)

13. CityfStatelZip

14. Is the Equipment Portable? D Yes No
15. SIC Code(s) and NAISC Code Primary $IC2 3023 Secondary SIC (if any): Naics: 311514

16. g:(;ieg‘ixtjsmess Description and Principal Cheese and Whey Processing

17. ldentify any adjacent or contiguous facility
that this company owns and/or operates

‘ PERMIT APPLICATION TYPE

[T New Facility [ New Source at Existing Facllity

B4 Modify Existing Source:  Permit No.;P-2007.0052 Date Issued: 3/23/07
[ Unpermitted Existing Source;

[J Required by Enforcement Action: Case No..

CERTIFICATION

18. Specify Reason for Application

IN ACCORDANGE WITH IDAPA 58.01.01.123 (RULES FOR THE CONTROL OF AIR POLLUTION IN IDAHO), | CERTIFY BASED ON INFORMATION AND BELIEF FORMED
AFTER REASONABLE INQUIRY, THE STATEMENTS AND INFORMATION IN THE DOCUMENT ARE TRUE, ACCURATE, AND COMPLETE.

19. Responsible Official’'s Name/Title Barney Krueger, Vic;e President Technical Services

£
20, RESPONSIBLE OFFICIAL SIGNATURE éwww vae: ) - §- 200

21. pJ Check here fo indicate you would like to review a dralt} permit p‘rior to f@al issuance.
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DEQ AIR QUALITY PROGRAM

1410 N. Hilton, Boise, ID 83706

For assistance, call the

Air Permit Hotline — 1-877-5SPERMIT

Please see instructions on page 2 before filling out the form.
COMPANY NAME, FACILITY NAME, AND FACILITY ID NUMBER

1. Company Name Glanbla Foods Inc Zv

3. Facility ID No.

2. Facility Name

047 00008

4. Brief Project Description
- One sentence or less

007.0052 .- :Date Issued: 3/23/07 .~

ing Facmty D Unpermltted Exnstmg Source

DED

Include N/A Forms

Verify

Cover Sheet Form CS

PERMIT TO CONSTRUCT APPLICATION

Revision 2
02/13/07

DEQ USE ONLY
Date Received

;.f)ow

Project Number

Form Gl — Facility Information

Form EUO — Emissions Units General

Payment / Fees Included?

Yes [X] No []

Form EU1 - Industrial Engine Information
Please Specify number of forms attached:

Check Number
17110015920

Form EUZ2 - Nonmetallic Mineral Processing Plants
Please Specify number of forms attached:

Form EU3 - Spray Paint Booth Information
Please Specify number of forms attached:

Form EU4 - Cooling Tower Information
Pledse Specify number of forms attached:

Form EUS — Boiler Information
Please Specify number of forms attached:

Form HMAP — Hot Mix Asphalt Plant
Please Specify number of forms attached:

¥lrxrxxlolo

Form CBP - Concrete Batch Plant
Please Specify number of forms attached:

X

Form BCE - Baghouses Control Equipment

Form SCE - Scrubbers Control Equipment

Forms EI-CP1 - EI-CP4 - Emissions inventory— criteria poliutants
(Excel workbook, all 4 worksheets)

PP — Plot Plan

Forms Mi1 — MI4 — Modeling
(Excel workbook, all 4 worksheets)

¥ ®|®R|O= OO
0|o|o|o|=|o

Form FRA - Federal Regulation Applicability

oigooooooooooaioono

Page 1
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DEQ AIR QUALITY PROGRAM
4410 N. Hilton, Boise, ID 83706

For assistance, call the

Air Permit Hotline — 1-877-5PERMIT

Please see instructions on page 2 before filling out the form.

Federal Requirements Applicability Form FRA

IDENTIFICATION

Company Name: Facility Name:

 Glanbia Foods, Inc.

Glanbia Foods - Gooding: Facility

PERMIT TO CONSTRUCT APPLICATION

Revision 2
02/14/07

Facility ID No:

Brief Project Description:

1. Will this project be subject to 1990 CAA Section 112(g)?
(Case-by-Case MACT)

"Lactose;Line-EQUipm,ent Upgqrade and New WPC Bagging Line
APPLICABILITY DETERMINATION

KNO

*IfYES thenréppli,éant must submit an-application for.aivcase’-by—
case MACT determination [IAC 567 22-1 (3)"b™(8)1 :

047-00008

O YES*

6. Was netting done for this project to avoid PSD?

2. Will this project be subject to a New Source Performance Standard? X NO 1 YES
(40 CFR part 60) o :
*|f YES please identify-sub-part:

3. Will this project be subject to a MACT (Maximum Achievable Control Technology) 5 NO ] YES*
regulation? .
(40 CFR part 63) *If YES please identify sub-part:

THIS ONLY APPLIES IF THE PROJECT EMITS A HAZARDOUS AIR POLLUTANT :

4. Will this project be subject to a NESHAP (National Emission Standards for 1 NO ] YES*
Hazardous Air Pollutants) regulation? b . . ik
(40 CFR part 61) If YES please |dent|fy sub-part:

5. Will'this project be subject to PSD (Prevention of Significant Deterioration)? \

(40 CFR section 52.21) RINO L1 YES
X NO [ Yes*

*If YES please attach netting calculations
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Emissions Unit - General Form EUO

D AR A P G706 PERMIT TO CONSTRUCT APPLICATION

1410 N. Hilton, Boise, 1D 83706 o
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/14/07

Please see instructions on page 2 before filling out the form.
IDENTIFICATION

Facility Name: Facility ID No:

Glanbia Foods, Gooding Facmty 047-00008 -

Company Name:
‘Glanbia Foods; Inc: =

Brief Project Description: Lactose-Line Equnpment Upgrageand New WPC Baggmg Lme
EMISSIONS UNIT (PROCESS) IDENTIFICATION & DESCRIPTION

Emissions Unit (EU) Name: ’LACTOSE PRIMARY DRYER BAGHOUSE

2. EU ID Number: BH-03

3. EUType: - [1 New Source [} Unpermitted Existing-Source:: v e - »
X Modlf eation to a-Permitted Source ~ Previous Perm|t #:P-2007.0052 Date-Issued: 3/23/07

4. Manufacturer: NIRO, INC (BAY -AREA FILTRATION) :

5. Model: ' '

6. Maximum Capacity:

7. Date of Construction: MAY-2008

8. Date of Modification (if any) .

9. s this a Controlled Emission Unit? IZ No [1Yes M Yes, Complete the following:section. If No, go to Liné, 18.

EMISSIONS CONTROL EQUIPMENT

10. Control Equipment Name and ID:

11. Date of Installation: 12. Date of Modification (if any):

13. Manufacturer and Model Number:

14. ID(s) of Emission Unit Controlled:

15. Is operating schedule different than emission
units(s) involved?: L Yes 0 No

16. Does the manufacturer guarantee the control | Fyes [JNo (If yes, attach and label manufacturer guarantee)

efficiency of the control equipment?
Pollutant Controlled

PM PM10 SO, NOx ’ VOC CO

Control Efficiency 99.99%

17. If manufacturer's data is not available, attach a separate sheet of paper to provide the control equipm_ent design specifications and performance data
fo support the above mentioned controt efficiency.

EMISSION UNIT OPERATING SCHEDULE (hourslday, hourslyear, or other)
18. Actual Operation 8760 HRS/YEAR

19. Maximum Operation 8760 HRS/YEAR

REQUESTED LIMITS
I No (f Yes, check all that apply below)

20. Are you requesting any permit limits? O Yes

] Operation Hour Limit(s):

] Production Limit(s):

[ Material Usage Limit(s):

{71 Limits Based on Stack Testing Please attach all relevant stack testing summary reports

[ Other:

21. Rationale for Requesting the Limit(s):

Page 1
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Emissions Unit - General Form EUOQ

D A S 23700 PERMIT TO CONSTRUCT APPLICATION

1410 N. Hilton, Boise, ID 83706 oo
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/14/07

Please see instructions on page 2 before filling out the form.

IDENTIFICATION
Facility Name: 7 7 Facility 1D No:
Glanbia Foods, Gooding Facility 047-00008

Company Name:
Glanbia Foods, Inc.

Brief Project Description: Lactose Line Equipment:Upgrageand:New WPC Bagging Line

EMISSIONS UNIT (PROCESS) IDENTIFICATION & DESCRIPTION
Emissions Unit (EU) Name: LACTOSE FLUIDIZED BED BAGHOUSE - /'~ = : :

2. EU ID Number: BH 04

3. EU Type: [ New-Source [ Unpermitted-Existing Source : i b =
: ype: X Modification to a-Permitted Source -~ Previous Permit #:P-2007. 0052 Date Issued: ,3/23/07

Manufacturer: NIRO, INC (BAY AREA FILTRATION).
Model: :

Date of Construction: MAY 2008

Date of Modification (if any)

4
5
6. Maximum Capacity:
7
8
9

Is this a Controlled Emission Unit? ENO L Yes If Yes, Complete the foIIowiﬁg vse,évti_on.vlf N@,}gq t_o"Iine 18.
EMISSIONS CONTROL EQUIPMENT

10. Control Equipment Name and ID:

11. Date of Installation: 12. Date of Modification (if any):

13. Manufacturer and Model Number:

14. ID(s) of Emission Unit Controlled:

15. Is operating schedule different than emission
units(s) involved?: [ Yes L No

16. Does the manufacturer guarantee the control

efficiency of the control equipment? BYes [INo (If yes, attach and-label manufacturer guarantee)

Pollutant Controlled

PM PM10 SO: NOx vOoC CcO

Control Efficiency 99:99%

17. If manufacturer’s data is not available, attach a separate sheet of paper to provide the control equipment design specifications and performance data
to support the above mentioned control efficiency.

EMISSION UNIT OPERATING SCHEDULE (hourslday, hourslyear, or other)
18. Actual Operation 8760 HRS/Y! EAR

19. Maximum Operation 8760 HRS/YEAR

REQUESTED LIMITS
20. Are you requesting any permit limits? [ Yes /B No (If'Yes, check all that épply bélow)

[[] Operation Hour Limit(s):

[1 Production Limit(s):

[ Material Usage Limit(s):

[7] Limits Based on Stack Testing Please attach all relevant stack testing summary reports

[ Other:

21. Rationale for Requesting the Limit(s):

Page 1




Emissions Unit - General Form EUO

DEQ AIR QUALITY PROGRAM

1210 N. Hilton. Boise, 1D 83706 PERMIT TO CONSTRUCT APPLICATtQN
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/14/07

Please see instructions on page 2 before filling out the form.

IDENTIFICATION
Facility Name: 7 Facility ID No:
v R Glanbia Foods, Gooding Facility - 047—"000078;, :
Brief Project Description: Lactose Line Equipment"Upgrageand New WPC‘Bagging,Line
EMISSIONS UNIT (PROCESS) IDENTIFICATION & DESCRIPTION }

Company Narne:
Glanbia Foods, Inc.-

Emissions Unit (EU) Name: LACTOSE MILL RECEIVING BAGHOUSE i
2. EU ID Number: BH-05 L A
3. EU Type: %l ’I:tllew Source l Unpermrtted Exrstrng Source o 2 :
odification to a Permitted Solrcg Prevrous Permrt #: P-2007 0052 Date: Issued: 3/23/07
4. Manufacturer: 'NIRO INC (BAY AREA FILTRATION) ' SR
5. Model:
6. Maximum Capacity: e
7. Date of Construction: MAY. 2008
8. Date of Modification (if any) ) L )
9. s this a Controlled Emission Unit? K:No. [Yes IfYes, Complete the'following section. If:No,go.toline 18: f
O O R O Q p )
10. Control Equipment Name and 1D: o e : .‘ o S
11. Date of Installation: 12. Date of Modification (if any):

13. Manufacturer and Model Number:

14. ID(s) of Emission Unit Controlled:

15. Is operating schedule different than emission i
units(s) involved?: LI Yes 01 No
16. Does the manufacturer guarantee the control
efficiency of the control equipment?

Kyes [INo (If yes, attach and abel manufacturer guarantee)

Pollutant Controlled
PM PM10 SO, NOx VOC CcO

Control Efficiency 99:99%

17. If manufacturer's data is not available, attach a separate sheet of paper to provrde the control equipment design specifications and performance data
to support the above mentioned control efficiency.

EMISSION UNIT OPERATING SCHEDULE (hours/day, hourslyear, or other)
8760 HRS/YEAR
8760 HRS/YEAR

. Actual Operation

Maximum Operation

REQUESTED LIMITS
R No (i Yes, check all that apply below)

Are you requesting any permit limits? [ Yes

[ Operation Hour Limit(s):
[1 Production Limit{(s):
[ Material Usage Limit(s):

[] Limits Based on Stack Testing Please attach all relevant stack testing summary:reports

[ Other:

21. Rationale for Requesting the Limit(s):

Page 1
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Emissions Unit - General Form EUO

D AR AT PO 0 PERMIT TO CONSTRUCT APPLICATION

1410 N. Hilton, Boise, ID 83706 '
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/14/07

Please see instructions on page 2 before filling out the form.

IDENTIFICATION
Company Name: Facility Name: Facility ID No:
Glanbia Foods, Inc. | Glanbia Foods, Gooding Facilty . '047-00008

Brief Project Description: Lactose Line Equipmehf Upgrageand?New WPC -Bagging Line
EMISSIONS UNIT (PROCESS) lDENTIFICATION & DESCRIPTION
Emissions Unit (EU) Name: L ACTOSE POWDER BIN BAGHOUSE/ o S T

1.

EU 1D Number: © |BH06 . . ,
3. EU Type: [l:New Source: [:] Unpermltted Exrstmg Source e RIS .
’ ype: & Modification to.a: Permitted Source = Prewous Perrmt #: P-2007 0052 -:Date Issued: .3/23/07 .

Manufacturer: ,NIRO ING (BAY AREA FILTRATION)

Model:

Maximum Capacity: 2
Date of Construction: MAY 2008

Date of Modification (if any)

W@ NI~

Is this a Controlled Emission Unit?

[ Yes. If Yes, Complete the following section. If No, go. totine ﬁ8. -
EMISSIONS CONTROL EQUIPMENT

X No-

10.

Control Equipment Name and 1D: T :
11. Date of Installation: B ‘ 12. Date of Modification (if any):

13. Manufacturer and Model Number:

14. 1D(s) of Emission Unit Controlled:
15. Is operating schedule different than emission L
units(s) involved?: 0 Yes [ No

16. Does the manufacturer guarantee the control ' ) e
efficiency of the confrol equipment? Ryes [[INo {(Ifyes, attach and-label manufacture_r guarantee)

Pollutant Controlled
PM PM10 SO, NOx VOC CcO

Control Efficiency 99.99%

17. If manufacturer’s data is not available, attach a separate sheet of paper to provide the control equipment design specifications and performance data

to support the above mentioned control efficiency.

EMISSION UNIT OPERATING SCHEDULE (hourslday, hourslyear, or other)
18. Actual Operation 8760 HRS/YEAR ' '
19. Maximum Operation 8760 HRS/Y EAR

REQUESTED LIMITS
I No (If Yes, check all that apply below)

Are you requesting any permit limits? EI Yes

[ Operation Hour Limit(s):
[ Production Limit(s):

1 Material Usage Limit(s): )
[ Limits Based on Stack Testing Please attach all relevant stack testing. summary reports

] Other:

21. Rationale for Requesting the Limit(s):

Page 1
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“Glanbia FOOdS, nc. Glanbia Foods, Gooding Facility _ 047-00008

Emissions Unit - General Form EUO

D R AL S 23706 PERMIT TO CONSTRUCT APPLICATION

1410 N. Hilton, Boise, ID 83706 -
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/14/07

Please see instructions on page 2 before filling out the form.
IDENTIFICATION
Facility Name:

Facility ID No:

Company Name:

Brief Prbject Description: Lactose Llne Eqmpment Upgrageand New WPC Bagging Lme
EMISSIONS UNIT (PROCESS) IDENTIFICATION & DESCRIPTION
Emissions Unit (EU) Name: LACTOSE SURGE HOPPER BAGHOUSE =+~ ’

1.

EU ID Number: BH-07
3. EU Type: % :I/Iew Source D Unpermltted Exnstmg Source ) i 80
odification to a‘Permitted: Source =:Previous-Permit #: P-2007 00562 Date Issued::3/23/07
4. Manufacturer: NIR®, INC (BAY AREA FILTRATION) ' e
5. Model:
6. Maximum Capacity:
7. Date of Construction: MAY 2008
8. Date of Modification (if any) . i
9. s this a Controlled Emission Unit? N0 []Yes IfYes, ‘Cgmpletezth_e foIloyI/ing section. ifNo, go to line 18.
0 O RO » QUIP
10. Controt Equipment Name and ID: ' S A
11. Date of Installation: : | 12. Date of Modification (if any):

13. Manufacturer and Model Number:

14. ID(s) of Emission Unit Controlled:

15. Is operating schedule different than emission o
units(s) involved?: 0O Yes [ No -

16. Does the manufacturer guarantee the control j : .
officiency of the control equipment? Ryes [INo (If yes; attach and label manufacturer-guarantee)

Pollutant Controlled
PM PM10 S0, NOXx VOC CcO

Control Efficiency 99.99%

17. 1f manufacturer's data is not available, attach a separate sheet of paper to provide the control equipment design specifications and performance data
to support the above mentioned control efficiency.

EMISSION UNIT OPERATING SCHEDULE (hours/day, hours/year, or other)
18. Actual Operation 8760 HRS/YEAR ’ IR

19.  Maximum Operation 8760 HRS/YEAR

REQUESTED LIMITS
B No (If Yes, check all that apply below)

[T Yes

Are you requesting any permit limits?

[ Operation Hour Limit(s):

[ Production Limit(s):

[ Material Usage Limit(s):

[ Limits Based on Stack Testing Please attach all relevant stack testing summary reports

[1 Other:

21. Rationale for Requesting the Limi{(s):

Page 1
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| Emissions Unit - General Form EUO
DEQ AIR QUALITY PROGRAM PERMIT TO CONSTRUCT APPLICATION

1410 N. Hilton, Boise, ID 83706 o
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/14/07

Please see instructions on page 2 before filling out the form.

IDENTIFICATION
Company Name: Facility Name: Facility 1D No:
Glanbia Foods; lhe. | Glanbia Foods; Gooding Facility 047-00008

Brief Project Description: Lactose: Line »’Equipment'Upgrageand New WPC BéQging_Line ,
EMISSIONS UNIT (PROCESS) IDENTIFICATION & DESCRIPTION

Emissions Unit (EU) Name: —WPC SURGE HOPPER BAGHOUSE

EU ID Number: BH 08 :
3. EUType: % 'I:Alew Source I:I Unpermltted Exnstmg Souiree - ) e i

odifi catxon to-a-Permitted: Source = Prevnous Permit #:P-2007. 0052 “Date lssued. 3/23/07
4. Manufacturer: DONALDSON CO,INC.” '
5. Model: DLMC i
6. Maximum Capacity: _
7. Date of Construction: MAY 2008
8. Date of Modification (if any) - . :
9. Is this a Controlled Emission Unit? | [I'No [ Yes If Yes, Complete the following section. If No, go to line 18. oL
= n : n it : : e e

10. Control Equipment Name and ID: , R
11. Date of Installation: : 12. Date of Modification (if any):

13. Manufacturer and Model Number:

14. 1D(s) of Emission Unit Controlled:
15. Is operating schedule different than emission -
units(s) involved?: L. Yes [1-No

16. Does the manufacturer guarantee the control , : L o -
officiency of the control equipment? [yes [INo (If yes,:attach-and label manufacturer guarantee)

Pollutant Controlled
PM PM10 S0, NOx VOC CO

Control Efficiency

17. If manufacturer's data is not available, attach a separate sheet of paper to provide the control equipment design specifications and performance data
to support the above mentioned control efficiency. GRAIN LOADING GUARANTEE

EMISSION UNIT OPERATING SCHEDULE (hours/day, hourslyear, or other)
. Actual Operation 8760 HRS/YEAR '
Maximum Operation 87607 HRS/YEAR

REQUESTED LIMITS
VIZ No (IfYes, check all that apply below)

Are you requesting any permit limits? : |:| Yes

71 Operation Hour Limit(s):
[3 Production Limit(s):

[ Material Usage Limit(s):
[ Limits Based on Stack Testing Please attach all relevant stack testing summary reports -

1 Other:

21. Rationale for Requesting the Limit(s):

Page 1
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Emissions Unit - General Form EUO

DEQ AIR QUALITY PROGRAM ‘

1210 N. Hitton, Boise, ID 83706 PERMIT TO CONSTRUCT APPLICATI_QN
For assistance, call the Revision 2
Air Permit Hotline — 1-877-5PERMIT 02/14/07

Please see instructions on page 2 before filling out the form.
IDENTIFICATION

Facility Name:

| Glanbia Foods, Gooding Facility

Facility 1D No:
047-00008

Company Name:
‘Glanbia Foads, Inc.

Brief Project Description: Lactose Line Equipment:UpgraygeandNewWPC Bagging' Line -
EMISSIONS UNIT (PROCESS) IDENTIFICATION & DESCRIPTION

1. Emissions Unit (EU) Name: WPC NUISANCE BAGHOUSE
EU ID Number: BH 09

3. EUType: E 'I:l/lew Source | Unpermltted Existing Source S .
odification-to-a Permitted Source - Previous Permit #:P-2007.0052 Date Issued: 3/23/07

4. Manufacturer: 'DONALDSON CO INC. ' : k

5. Modek: DLMC

6. Maximum Capacity: : .

7. Date of Construction: MAY 2008

8. Date of Modification (if any) ,

9. s this a Controlled Emission Unit? X ,N°-,;,D Yes If Yes, Complete the-followin‘g section. If No, go to line 18.
‘ 0 O RO QUIP ‘

10. Control Equipment Name and ID: 7 [

11. Date of installation: 12. Date of Modification (if anyj:

13. Manufacturer and Model Number:

14. {D(s) of Emission Unit Controlled:

15. 1s operating schedule different than emission =
units(s) involved?: Ol ves L1 No

16. Does the manufacturer guarantee the control % - ; g
efficiency of the control equipment? COvyes [ONo (If yes, attach and‘label:manufacturer. guarantee)

Pollutant Controlled
PM PM10 S0, NOx VOC CcO

Control Efficiency

17. 1f manufacturer's data is not available, attach a separate sheet of paper fo provide the control equipment design specifications and performance data
to support the above mentioned control efficiency. GRAIN LOADING GUARANTEE

EMISSION UNIT OPERATING SCHEDULE (hours/day, hours/year, or other)
. Actual Operation 8760 HRSIYEAR

Maximum Operation 8760 HRS/YEAR
REQUESTED LIMITS
Are you requesting any permit fimits? [1VYes INo (If Yes, check all that apply below)

] Operation Hour Limit(s):

[ Production Limif(s):

1 Material Usage Limit(s):

3 Limits Based on Stack Testing Please attach all relevant stack testing summary reports

[ Other:

21. Rationale for Requesting the Limit(s):

Page 1
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Appendix C
Emission Estimates




Table 1.0
Facility Wide
PM Emissions

PM* PM?

T

Emissions Units C . . Notes
Emissions Emissions
(ib/hr) (tpy)
lBoiler 1 (29.35 - NG) 0.21 0.92
[Boiler 2 (Dual 25.1) - NG 0.36 0.69
(IBoiler 2 (Dual 25.1) - Diesel 0.36 0.19
([Boiler 3 (Dual 25.1) - NG 0.36 0.69
[[Boiler 3 (Dual 25.1) - Diesel 0.36 0.19
[Boiler 4 (25.1) - NG 0.18 0.79
[IBoiler 5 (Biogas) 0.17 0.73
[[Flare 0.08 0.37
((WPC Dryer 0.07 0.29
{Diesel Generator 0.57 0.06
{Heater 1 (1.5) 0.01 0.05
{{Heater 2 (5.89) 0.04 0.19
{Heater 3 (1.374) 0.01 0.04
Existing Lactose Receiving
Baghouse (Bauermister) 0.76 3.34 No changes to baghouse
Permit Mod Changes Spring 2008
Replace Lactose Scrubber (5.05) (22.09)
[[New Lactose Primary Dryer 0.08 0.33 Replaces existing lactose scrubber
New Lactose Fluidized Bed 0.05 023
Dryer
New Lactose Mill Receiving 0.08 0.33
Baghouse

Ir 1 New powder bin will be tied together with 2
Lactose Powder Bins 1.15 5.04 existing powder bins and exit out 1 stack

(previously vented inside)
2 Existing surge hoppers will be tied together
Lactose Surge Hoppers 1.76 .7 and exit out 1 stack (previously vented inside)
WPC Surge Hopper 0.03 0.13
WPC Nuisance Baghouse 0.11 0.50
Totals 1.75 0.71
Notes: ’

@ PM is assumed to equal to particulate matter less than 10 microns in diameter (PM 4,)

® NA is not applicable
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Glanbia Foods, Inc.
Air Dispersion Modeling Protocol

Project Background

Glanbia Foods, Inc. proposes to modify their cheese and whey facility in Gooding, Idaho,
by upgrading the lactose production line with new process equipment and installing a
new WPC bagging line. An air quality impact analysis will be performed in support of a
Permit to Construct (PTC) required under IDAPA 58.01.01.200. Idaho regulation
requires the facility applying for a PTC to demonstrate compliance with the National
Ambient Air Quality Standards (NAAQS). A TAPs analysis is not required for the
permit modification.

This air dispersion modeling protocol is being submitted to the Idaho Department of
Environmental Quality (IDEQ) for the Glanbia Foods cheese and whey facility. This
document summarizes the modeling methodology that will be used to evaluate the
facility’s impacts to air quality with respect to particulate matter (PM) emissions. It has
been prepared based on the U.S. Environmental Protection Agency (EPA) Guidelines on
Air Quality Models (GAQM), and the State of Idaho Air Quality Modeling Guideline (ID
AQ-01, December 31, 2002).

Project Description

There are seven new emission points proposed with the upgrade of the lactose production
line and new WPC bagging line:

e Drying Process — (1) A new primary dryer will replace the current delumper.
The primary dryer will be steam heated. The primary dryer will contain a new
baghouse system to replace the existing scrubber. (2)A secondary fluidized bed
dryer will replace the existing dryer. The fluidized bed dryer will also be steam
heated. The fluidized bed utilizes a baghouse for product recovery.

e Milling Process — (3) Lactose product recovered from the drying process is
directed to a receiving baghouse. The lactose product recovered from the
receiving baghouse is either routed to the existing Bauermeister Mill or a new
Powder Mill.

e Powder Handling — (4) The two existing lactose powder bins will no longer
exhaust into the facility but will be reconfigured to exhaust to the atmosphere
with the addition of one new powder bin. Therefore, one stack will be configured
to combine the exhaust streams of three lactose powder bins. (5) The two existing
surge hoppers will no longer exhaust into the facility but will be reconfigured to
exhaust to the atmosphere. Therefore, one stack will be configured to combine the
exhaust streams of two existing surge hoppers.

e WPC Bagging Line (2 emission poeints) — A new WPC bagging line is proposed
to handle the WPC bulk storage from the existing WPC filling station. This will
involve two new emission points. (6) A new WPC surge hopper will vent to the
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Glanbia Foods, Inc.
Air Dispersion Modeling Protocol

atmosphere; and (7) a new nuisance baghouse on the end of the WPC bagging

line.

Emissions

Stack Information

Stack release parameters for the sources resulting in 2 PM net emissions increase are
identified in Table 1 for the preliminary modeling analysis. A facility layout showing the
location of buildings and emissions sources will be included with the application. Stack
parameters are derived from manufacturer specifications (NIRO and RELCO).
Manufacturer specifications will be included with the submittal of the permit
modification application. Note that the information provided herein is based on
preliminary design information, and may be updated in the permit application.

Table 1
Stack Parameters
Stack . Flow Notes
Stack Name Stack ID Height Dla(rirr\:)ater Rate Temp?:rature
(ft) (scfm) (F)
PDRYER_B 89 34 15143 205
Primary Dryer_Bag AG
Fluidized Bed FBD BAG 89 30 12018 163
Dryer_Bag -
48 6 440 95 Horizontal
MREC_BAG discharge (use
Mill Receiving_Bag 0.001 m/s)
Powder Bin_Bag PBIN_BAG 88 8 880 95
43 6 440 95 Horizontal
Lac Surge Hop LS[?AO(lSD discharge (use
_Bag - 0.001 m/s)
28 8 780 72 Horizontal
WPC Surge Hop WP%%\EOP discharge (use
_Bag — 0.001 m/s)
19 10 3000 72 Horizontal
WPC Nuisance WPSE(L;J IS discharge (use
_Bag - 0.001 m/s
LAC 85 44 38000 135
Existing Scrubber SCRUB

1 Building Roof Height is 82 ft from ground surface

Estimated Emissions

A preliminary estimate of the net emission increase for cach source that will be modeled
is included in Table 2.0. PMj, is the only criteria pollutant impacted by the production
increase. Note that the lactose scrubber will be removed as a result of the lactose line

February 1, 2008
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Glanbia Foods, Inc.
Air Dispersion Modeling Protocol

equipment upgrade. Therefore, the lactose scrubber will be modeled with negative PM
emission values.

Table 2
PM+1oNet Emissions Increase
PM1o PMio

Stack Name Stack ID (Ib/hr) (tonlyr
Primary Dryer_Bag PDRYER BAG 0.08 0.33
Fluidized Bed FBD BAG 0.05 0.23
Dryer Bag
Mill Receiving_Bag MREC_BAG 0.08 0.33
Powder Bin_Bag PBIN_BAG 1.15 5.04
L.ac Surge Hop LSHOP BAG 1.76 7.71
_Bag -
V\éF;g, Surge Hop WPCSHOP_BAG 0.03 0.13
WPC Nuisance WPCNUIS_BAG 0.1 0.5
_Bag
Lactose Scrubber SCRUB (5.05) (22.09)
Methodology

Standards and Criteria Levels

Table 3 summarizes applicable criteria including:
o Significant contribution levels (SCL),
« National Ambient Air Quality Standards (NAAQS).

Table 3. Regulatory Standards and Significance
Levels
Pollutant | Averaging NAAQS SCL
Period pg/md ppm (pg/m?)
PM1o Annual 50 1
24-Hour 150 - 5

Modeled concentrations will be compared to the applicable Idaho significant contribution
levels (SCL) shown in Table 3. If the predicted impacts are not significant (that is, less
than the SCL), the modeling is complete for that pollutant under that averaging time. If
impacts are significant, a more refined analysis will be conducted for demonstration of
compliance with the NAAQS. If a more refined analysis is required, emission sources in
Table 2 will be included along with facility-wide emission sources provided in Table 4.

February 1, 2008 4
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]

Table 4
PMo Facility-Wide Sources
Stack Name Stack ID (m:‘;) (t':) “r"';;r

Boiler 1 (29.05)-NG BOILER 1 0.21 0.92
Boiler 2 (Dual 25.1)-NG BOILER 2 0.36 0.69
Boiler 2 (Dual 25.1)-Diesel BOIL2D 0.36 0.19
Boiler 3 (Dual 25.1)-NG BOILER 3 0.36 0.69
Boiler 3 (Dual 25.1)-Diesel BOIL3D 0.36 0.19
Boiler 4 (25.1)-NG BOILER 4 0.18 0.79
Boiler 5 (Biogas) BOILER 5 0.17 0.73
Flare FLARE 0.08 0.37
WPC Dryer DRYER1 0.07 0.29
Generator GEN1 0.57 0.06
Heater 1 (1.5) HEAT1 0.01 0.05
Heater 2 (5.89) HEAT2 0.04 0.19
Heater 3 ((1.374) HEAT3 0.01 0.04
Lactose Rec Baghouse LACBAG 0.76 3.34

A description of the modeling methodology is presented below.

Dispersion Model

The EPA-approved AERMOD (Version 07026) model will be used. AERMOD isa
steady-state plume model that simulates air dispersion based on planetary boundary layer
turbulence structure and scaling concepts, including treatment of both surface and
clevated sources, and both simple and complex terrain. This model is recommended for
short range (< 50 km) dispersion from the source. The model incorporates the ISC Prime
algorithm for modeling building downwash, which was developed to address deficiencies
in the downwash algorithm previously used in the ISC model. AERMOD is designed to
accept input data prepared by two specific pre-processor programs, AERMET and
AERMAP. IDEQ adopted the federal mandate requiring the use of the AERMOD
dispersion model for permit applications on November 9, 2006. AERMOD will be run
with the following options.

o Regulatory default options,

« Direction-specific building downwash,

« Actual receptor elevations and hill height scales,
« Complex/intermediate terrain algorithms.

Building Downwash

Building influences on stacks are considered by incorporating the updated EPA Building
Profile Input Program [BPIP-Prime]. The stack heights used in the dispersion modeling

February 1, 2008 5
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Air Dispersion Modeling Protocol

will be the actual stack height or Good Engineering Practice (GEP) stack height,
whichever is less.

Meteorological Data

AERMET modeling files for Mini Cassia, Idaho will be used for the Gooding facility as
discussed per our preliminary meeting with IDEQ on January 11, 2008. Any specific site
characteristics when processing AERMET for this area will be provided by IDEQ.

AERMET accepts National Weather Service (NWS) 1-hour surface observations, NWS
twice-daily upper air soundings, and data from an on-site meteorological measurement
system. These data are processed in three steps. The first step extracts data from the
archive data files and performs various quality assessment checks. The second step
merges all available data (both NWS and on-site). These merged data are stored together
in a single file. The third step reads the merged meteorological data and estimates the
boundary layer parameters needed by AERMOD. AERMET writes two files for input to
AERMOD: a file of hourly boundary layer parameter estimates and a file of multiple-
level (when the data are available) observations of wind speed and direction, temperature,
and standard deviation of the fluctuating components of the wind direction.

For PM o modeling, a combined data file for all five years will be used according to
IDEQ request.

Ambient Conditions

Background concentrations for this facility will be provided by IDEQ. The completed Table

S will be included with the final report.

Table 5. Background Criteria Poliutant
Concentrations (ug/m’)

Pollutant 24-hr Annual

PMig

Receptors

The ambient air boundary will be defined by the fence line on the south side of the plant, the
Little Wood River to the east and the property boundary on the remainder of the perimeter.
The non-fenced areas will be delineated with “No Trespassing” signs to limit public access
to these areas. The selection of receptors in AERMOD will be as follows:

e The first run will be a 500-meter coarse grid with a nested Cartesian grid of

100 meter-spaced receptors as follows:

- The 100-meter grid will extend approximately 1 km around the facility.
- The 500-meter grid will extend approximately 5 km,

- Receptors will be placed at 25-meter intervals around the fenceline.

February 1, 2008 6
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« A second run using a fine receptor grid will be centered on the point of maximum
impact and re run using a 50 meter grid spacing, unless the initial maximum occurs
on the fenceline. :

 Receptor elevations will be calculated by AERMAP as described below.

AERMAP will be run to process terrain elevation data for all sources and receptors using
7.5 minute Digital Elevation Model (DEM) files prepared by the USGS. AERMAP first
determines the base elevation at each source and receptor. For complex terrain situations,
AERMOD captures the physics of dispersion and creates elevation data for the
surrounding terrain identified by a parameter called hill height scale. AERMAP creates
hill height scale by searching for the terrain height and location that has the greatest
influence on dispersion for each individual source and receptor. Both the base elevation
and hill height scale data are produced for each receptor by AERMAP as a file or files
which can be directly accessed by AERMOD.

Preliminary Analysis

The preliminary analysis for each pollutant will be conducted as follows:

- If the predicted impacts are not significant (that is, less than the SCL) for each
criteria pollutant, the modeling is complete for that pollutant under that averaging
time.

- If impacts are significant, a more refined analysis, as described below, will be
conducted. :

Refined Analyses — Criteria Pollutants

o Comparison to the Ambient Air Quality Standards

- For pollutants with concentrations greater than the SCLs, the maximum
concentration will be determined and compared to the NAAQS. This maximum
concentration will include contributions from the facility, nearby sources, and
ambient background concentrations. Background concentrations to be provided
by IDEQ will be used to determine concentrations.

- IDEQ will be contacted to identify nearby sources, if any, that need to be included
in the analysis.

Output - Presentation of Results

The results of the air dispersion modeling analyses will be presented as follows:

o A description of modeling methodologies and input data,

o A summary of the results in tabular and, where appropriate, graphical form,

o Modeling files used by AERMOD will be provided with the application on compact
disk,

« Any deviations from the methodology proposed in this protocol will be presented.
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STATE OF IDAHO

DEPARTMENT OF
ENVIRONMENTAL QUALITY
1410 NORTH HILTON, BOISE, ID 83706 - (208) 373-0502 C. L. “BUTCH” OTTER, GOVERNOR
TONI HARDESTY, DIRECTOR
Jamuary 30, 2008

Rick McCormick, P.E
CH2M HILL
Boise, Idaho

RE:  Modeling Protocol for Modifications fo the Glanbia Foods, Inc. Facilify Located in
Gooding, Idaho

Rick:

DEQ received your dispersion modeling protocol on January 22, 2008. The modeling protocol
was submitted on behalf of Glanbia Foods, Inc. (Glanbia). The modeling protocol proposes
methods and data for use in the ambient impact analyses of a Permit to Construct application for
modifications to Glanbia’s cheese and whey facility in Gooding, Idaho.

The modeling protocol has been reviewed and DEQ has the following comments:

s Comment 1: Stack Parameters. The application should provide documentation and
justification for stack parameters used in the modeling analyses, clearly stating what
temperature and flow rates values are based on (combustion evaluation calculations, fan
curves, direct measurement, etc.) and showing how values were estimated. In most
.instances, applicants should use typical parameters, not maximum temperatures and flow
rates. If stack parameters for a specific source may vary considerably, additional .
modeling scenarios should be performed to assess the affect on ambient concentrations,
especially if modeled impacts are fairly close to applicable standards.

The protocol listed flow rates in scfm. Flow rates as acfm must be used in the modeling.
Also, typical rates rather than maximum design rates should be used.

¢ Comment 2: Receptor Grid. The proposed receptor grid appears reasonable. However,
it is the applicant’s responsibility to use a sufficiently dense receptor network such that
the maximum modeled concentration is reasonably resolved. If modeled concentrations
are near regulatory thresholds (significant contribution level or NAAQS), it may be
necessary to use a denser receptor grid to adequately resolve the maximum
concentration. Given the close proximity of emissions sources to the ambient air
boundary, it may be advisable to extend the 25-meter grid out to about 50 meters to
ensure the maximum concentration is captured. If DEQ conducts verification modeling
analyses with a tighter receptor grid and compliance with standards is no longer
demonstrated, the permit will be denied. ‘
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o Comment 3: Background Concentrations. Background concentrations must be added to
modeling results if maximum modeled concentrations exceed significant contribution
levels. Limited PM10 monitoring data are available for the area around Gooding. DEQ
recommends using default rural/agricultural background values.  The following are DEQ
default background concentrations for rural/agricultural areas:

PM10 — 24-hour =73 pg/m’; annual = 26 pg/m’

CO — 1-hour = 3,600 pg/m 8-hour = 2,300 ug/m

SO2  —3-hour=34 pg/m 24-hour = 26 pg/m annual = 8 pg/m’
NO2 - annual =17 pg/m’

Pb ~ quarterly = 0.03 pg/m’

o Comment 4: Meteorological Data

Model ready meteorological data was provided by DEQ. The surface data were obtained

. from a station in Minidoka, which is about 60 miles cast of Gooding. Because of the
distance separating the meteorological station from the application site, there is decrease
confidence in the representativeness of the data to the site. Therefore, DEQ requests that
maximum 1* highest concentrations be used as design values in the full impact analyses
for short-term averaging periods, with the maximum 2™ highest concentrations used for
PMI10 when using a concatenated five-year data set.

DEQ’s modeling staff considers the submitted dispersion medeling protocol, with resolution of
the additional items noted above, to be approved: It should be noted, however, that the approval
of this modeling protocol is not meant to imply approval of a completed dispersion modeling
analysis. Please refer to the State of Idaho Air Quality Modeling Guideline, which is available on
the Internet at http://www.deq.state.id.us/ait/permits forms/permitting/modeling guldehne pdf,
for further guidance.

To ensure a complete and timely review of the final analysis, our modeling staff requests that
electronic copies of all modeling input and output files (including BPIP. and AERMAP-input and
output files) are submitted with an analysis report. If DEQ provided model-ready meteorological
data files, then these do not need to be resubmitted'to DEQ with the application: If you have any
further questions or comments, please contact me at (208) 373-0112.

Sincerely,

Kevm Schilling

Stationary Source Air Modehng Coordinator
Idaho Department of Envnonmental Quality
208 3730112

A 4 )




Appendix E
Manufacturer Information




bbbl i i

wiyoe 626281 = (097+22)(09r+602)EP LS L :ofeo Jehiq Arewud
(09p+d L2)(0gp+dwe1),N4DS  :UOISIaAUOD WADY
1S8JON
(uonesyi4 easy Aeg) | ©snoybeg soUesInN DdM
(s/w L00"0 Anejep asn)f #7000 ol [ 0 6l 28 ovd SINN OdM 8002 uospjeuoq
ab.ieyosi(y [eluozi10H rauyg Buibbeg Dgm
(uonesi4 eaty Aeg) ssnoybeg JeddoH
(s/w 1,000 Uneyep esn)| 7000 ooz'el L 8 8¢ 28 dOH 3IDUNS OdM 800¢ uospfeucQ 8bing OdM
ablieyosiq |eyuoziioH :aury Buibbeg ogm
{Uonen|i4 Baly Aeg) (PeUIGUWIGS )
(s/w 1000 Yineyap asn) 66'66 009'ZL | SB 9 54 z8 dOH 39¥Ns 8002 OHIN esnoybeq Jeddoy sbing
ableyss|q |BluoZIIOH :Bugpuey sspmod
{uoneuyi eaiy Aeg) amc_mEoo €)
6666 008°1L G6 05°606 088 8 88 Z8 Nig ¥3admod 8002 OHIN asnoybegulg Japmod
:Butjpuey sspmod
{uonelyji4 ealy Aeg) [ 8snoybeg bulAizosy i
{syw 100°0 neyep asn) 6666 0s. G6 9 14 28 ovao3d 1IN 8002 O™IN
ab.eyosIq |ejuozZiIoH :S$s800.4 Buijjip
(uoneujid ealy Aeq) _ asnoybeg
Jekip pajesy wes)s 6666 §2s €91 | L9'gyeel 8LocL 0e 0’68 8 ove yIANAg 8002 OYIN 19A1Q pag pazipini4
:ssa904d Builiq
{uoneyn|i4 ealy Aeg) | @snoybeg JeAlq Arewlld
lakip pejeay weslg 6666 0ss 02 | 08'¢si8l eplGL e 0’68 Z8 ova ¥3AYad 800¢ ONIN
:sso204d Builig

- sJ9)aweled juswdinbg
aurq Buibbeg ndm meN pue apeabdn Juswdinbg supq asojoe

*ou] ‘spoog eique|s)

iy

},




JR—

I naL.

BI/7 L37 £00b GLI 39 DLYUIDLLOHD DRY ARCA FLL RS L
LMS Technologies, Inc.
- 6423 Cecilia Circle, Bloomington, MN 55439
(612) 918-9060, Fax: (612) 91 §-9061 .
Date : Tune 27, 2005 Requested By:
Test ID: 16M.D. Bay Area Filtration
Test Type : Fractional Efficiency Size : 12%12
Test Aerosol 1 KCL, Neutralized Velocity : 10fpm
—— e
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o e - e - ———H|
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0.3-0.5 20.2 85.6
0.5-0.7 354 93.5
0.7-1.0 40.7 96.7
1.0-2.0 539 98.9
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McCormick, Rick/BO1
To: Hughes, Todd
Subject: RE: Air Permit Questions

From: jcb@niroinc.com [mailto:jcb@niroinc.com]
Sent: Monday, January 14, 2008 11:51 AM

To: Hughes, Todd

Cc: Boytim, Mark; McCormick, Rick/BOI
Subject: Re: Air Permit Questions

Hi Todd,

It 1s .0044 for both.

Regards

Jon Bloch

Sales Manager

GEA Powder Systems
1600 O’ Keefe Road
Hudson, WI. 54016

(715) 386-9371 Phone
(715) 386-9376 Fax

¥ "Hughes, Todd" <TJHughes@glanbiausa.com>

.

"Hughes, Todd" To<jcb@niroinc.com>
<TJHughes@glanbiausa.com> cc"Boytim, Mark” <MBOYTIM@glanbiausa.com>,
: <Rick.McCormick@CH2M.com>

01/14/2008 12:43 PM SubjectAir Permit Questions

Jon,

You sent some grain loading information for the baghouse on the surge hopper as well as for the nuisance
baghouse. You used a grain loading value of 0.0044 grains/ft3 on the emission spreadsheet you sent for both
baghouses. However, the letter from Donaldson (which | am assuming is for the nuisance baghouse) states that
the filters will not exceed 0.002 grains/ft3. Is it 0.002 for the nuisance baghouse and 0.0044 for the surge hopper
baghouse? Oris it 0. 0044 for both? Thanks

Todd J. Hughes
Environmental Manager
Glanbia Feods Inc.
Phone: 208-934-9835
Fax: 208-934-9442
Cell: 208-316-0723

2/1/2008
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The information transmitted is intended only for the person or entity to which it is addressed and may contain confidential
and/or privileged material. Any review, retransmission, dissemination or other use of, or taking of any action in reliance
upon, this information by persons or entities other than the intended recipient is prohibited.

Any views and opinions expressed are those of the individual author/sender and are not necessarily shared or endorsed by

* Glanbia plc or any associated or related company.

This message has been scanned for all known viruses.
If you received this in error, please contact the sender and delete the material from any computer.

Glanbia plc is registered in Ireland as a public limited company.
Registered Office: Glanbia House, Kilkenny.
Company Number: 129933

2/1/2008
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McCormick, Rick/BOI

To: Hughes, Todd
Subject: RE:

From: Kevin Hemish [mailto:khemish@relco.net]

Sent: Monday, December 24, 2007 7:24 AM

To: Hughes, Todd

Cc: Pettinger, Doug; Boytim, Mark; Rick.McCormick@CH2M.com; Roger Ochsner
Subject: RE:

Hello Todd,
My answers are in red below. Hope this clears things up.
Kind Regards, “

Kevin Hemish

Project Engineer

RELCO
Phone:320-231-2210
Fax:320-231-2282
mailto:khemish@relco.net

From: Hughes, Todd [mailto: TJHughes@glanbiausa.com]
Sent: Friday, December 21, 2007 4:07 PM

To: Kevin Hemish

Cc: Pettinger, Doug; Boytim, Mark; Rick.McCormick@CH2M.com
Subject:

Kevin,

I need some answers to the questions below and/or confirmation of the information. The information | have provided comes from

‘information you provided me through past communications and | want to ensure I understand completely. Thanks.

1. Feed Rate out of Primary Dryer into the Baghouse collector 1 =750 Ibs/hr Yes, this the anticipated dust loading.

2. Feed Rate out of Fluidized Bed (Secondary) Dryer into the Baghouse collector 2 = 525 Ibs/hr Yes, this is the anticipated dust
loading. _

3. Feed Rate from the drying process into the new Milling Receiving Baghouse = 750 Ibs/hr Yés, this is the anticipated dust loading
4. Feed Rate from the New Powder Mill into the Bins = see below

5. Feed Rate from the Bauermiester Mill into the Bins (even though this is existing equipment, you are increasing throughput) = see
below

You've sent me an e-mail indicating that the feed rate to the bins is 11,500 Ibs/hr. Is this a total feed rate to all three at once? Since
you've told me that only 2 fans can run at once, is that the total feed rate into two bins at once? Or is that a feed rate into one bin at a
time? If so, can two bins be fed at the same time at 11,500 Ibs/hr? OK, the total output of the dryer system is 11,500 pph; there can be
any combination of using the Bauermiester and new mill; but the TOTAL of the two milling systems will not be greater than 11,500 pph.
The Bauermiester mill does NOT have any anticipated rate increase. There are only two mills, therefore you can only go into two
storage bins simultaneously, or, if required, the new mill can take all 11,500 pph and the Bauermiester would not be running. The
3auesmiester can not fine grind 11,500 pph.

5. Feed Rate from Lactose Bins to the two surge hoppers = see below

You sent an email in response to this question before as: (Bulk feed is approximately 17,600 PPH / 25 kg bag is approximately
16,550 per discussions with Glanbia) | don't understand this. Can you explain it to me? Can they both be fed at the same time? If so,

2/1/2008
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joes this feed rate apply to both independently or both at the same time in total? You can only run one of the bagging lines
sontinuously; however, there is possibility that you could fill the surge hopper for the 25 kg bagging, and then switch over to run the
»ulk bag line, this means that for a short period both bagging lines will be running. The scenario | gave to you would be worst case.

7. Feed Rate from the lactose surge hoppers through the lactose bagging line = Now that there has been an increase, what are we
eeding it and what is the loading to the nuisance baghouse now? The feed rate to both the bulk and 25 kg lines remain unchanged. :
30th lines can package at a rate greater than the throughput of the dryer.

3. Feed Rate from the WPC bins to the new Surge hopper = ? Unfortunately, we cannot answer that, | would suggest giving Jon Bloch

3t Niro a call, I'm sure he has the information you require.

know the the new bagging line from here on out are a Niro issue. 1 still need the model numbers and specification sheets on all the
1ew equipment you plan to install. Everything from (and including) the new primary dryer on. | still need the rated efficiencies of the
»aghouses including the specification sheets on the bags themselves. Since you wouldn't share the calculations in the emissions
spreadsheet you provided, | can't back the math up to get the efficiency numbers | want. | will have to provide the
nanufacturer information to DEQ to backup the efficiencies we use or they won't buy them. I've been down that road with them
sefore. Please work on getting this information together and to me as soon as possible. There really isn't any time to waste in this
yrocess. Thank you. See attached bag data. As far as model numbers go, we do have any, we specialty build the equipment to the
srocess. The mill info is as follows: Rigimill model number 2442.

Todd, I hope that this has answered your questions. Please drop me a line if there is anything else I can do.

Todd J. Hughes
Environmental Manager
Glanbia Foods Inc.
Phone: 208-934-9835
Fax: 208-934-9442
Cell: 208-316-0723

The information transmitted is intended only for the person or entity to which it is addressed and may contain confidential
and/or privileged material. Any review, retransmission, dissemination or other use of, or taking of any action in reliance -
upon, this information by persons or entities other than the intended recipient is prohibited.

Any views and opinions expressed are those of the individual author/sender and are not necessarily shared or endorsed by
Glanbia plc or any associated or related company. '

This message has been scanned for all known viruses. -

If you received this in error, please contact the sender and delete the material from any computer.

Glanbia plc is registered in Ireland as a public limited company.
Registered Office: Glanbia House, Kilkenny.
Company Number: 129933 :

2/1/2008
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Joes this feed rate apply to both independently or both at the same time in total? You can only run one of the bagging lines
sontinuously; however, there is possibility that you could fill the surge hopper for the 25 kg bagging, and then switch over to run the
sulk bag line, this means that for a short period both bagging lines will be running. The scenario | gave to you would be worst case.

7. Feed Rate from the‘ lactose surge hoppers through the lactose bagging line = Now that there has been an increase, what are we
‘eeding it and what is the loading to the nuisance baghouse now? The feed rate to both the butk and 25 kg lines remain unchanged.

3oth lines can package at a rate greater than the throughput of the dryer.

3. Feed Rate from the WPC bins to the new Surge hopper = ? Unfortunately, we cannot answer that, | would suggest giving Jon Bloct
at Niro a call, I'm sure he has the information you require. .

| kriow the the new bagging line from here on out are a Niro issue. | still need the model numbers and specification sheets on all the
new equipment you plan to install. Everything from (and including) the new primary dryer on. 1 still need the rated efficiencies of the
baghouses including the specification sheets on the bags themselves. Since you wouldn't share the calculations in the emissions
spreadsheet you provided, | can't back the math up to get the efficiency numbers | want. twill have to provide the

manufacturer information to DEQ to backup the efficiencies we use or they won't buy them. I've been down that road with them -
before. Please work on getting this information together and to me as soon as possible. There really isn't any time to waste in this
process. Thank you. See attached bag data. As far as model numbers go, we do have any, we specialty build the equipment to the
process. The mill info is as follows: Rigimill model number 2442 :

Todd, I hope that this has answered your questions. Please drop me a line if there is anything else I can do.

~

Todd J. Hughes

Environmental Manager

Glanbia Foods Inc.

Phone: 208-934-9835 ' \
Fax: 208-934-9442 »

Cell: 208-316-0723
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McCormick, Rick/BOI

To: Hughes, Todd
Subject: RE: WPC Line Emission Points

From: mgr@niroinc.com [mailto:mgr@niroinc.com}
Sent: Wednesday, January 09, 2008 8:42 AM

To: Hughes, Todd

Cc: jcb@niroinc.com :

Subject: Fw: WPC Line Emission Points

Hello Todd,

I am one of the process engineers here in Hudson. Jon Bloch asked me to look this over before it is sent to you. | have and it looks .
OK. As Jon states if you have any questions contact him or myself.

Best Regards,

Mark Roisum
Process Engineer
Niro Inc.

Jon,

Thank you for the information. It's helpful; aithough [ need the information below exactly how | have requested it. Perhaps someone
is working on providing this information and | just don't know it, but | need to reiterate what it is | need. For both the new WPC surge
hopper and new nuisance baghouse, | need the following information:

Building Elevation of the emission point
There will be two individual exhaust emissions points through the wall of the new building. One will be for the exhaust from the bin vent assembly located on
top of the new Avapac surge hopper above the filler itself. The second emissions exhaust point will be from the Nuisance dust collector assembly fan located in

the new palletizer location.

Exit Stack Height

Surge hopper emissions elevation height will be approx. 28'-0" from the floor level. The ducting will run horizontally to the outside wall of the new packaging

suilding.
Nuisance dust collector emissions elevation height will be approx. 19'-0" from the floor level. The ducting will run horizontally to the outside wall of the new

sackaging building.

=xit Stack Diameter
Surge Hopper Bin Vent duct size 8" Diam.

Vuisance Dust Collector duct size 10" Diam.

“low Rate {scfm)
780 CFM exhaust fan for Surge Hopper
3000 CFM Exhaust fan for Nuisance dust Collector

“low Rate (acfm)

=xit Gas temperature
2 Deg. F

2/1/2008
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he new estimated solids throughput through the surge hopper and the amount of powder to be bagged
3,200 lbs. / hr..

taghouse Efficiency of the small baghouse that will be on the surge hopper and the efficiency of the nuisance baghouse.

urge Hopper Bin Vent Assembly efficiency =
‘uisance Dust Collector Assembly efficiency = 99.96+%

;ome of these details may be in thespreadsheet you sent, but it would be easier to just provide me the details as | have asked. | need
3 know how much dry solids is going into the WPC surge hopper and how much is going into the WPC nuisance baghouse.

pprox. 13,200 Ibs. / hr. WPC Powder into Surge Hopper
3291 1bs. / hr. WPC powder emission's from the surge hopper

pprox. 10 lbs. / hr. of WPC powder to the Nuisance Dust Collector
1129 Ibs. / hr. WPC powder emission's from the Nuisance Dust Collector

Todd Hughes

[he information transmitted is intended only for the person or entity to which it is addressed and may contain confidential
ind/or privileged material. Any review, retransmission, dissemination or other use of, or taking of any action in reliance .
ipon, this information by persons or entities other than the intended recipient is prohibited.

Any views and opinions expressed are those of the individual author/sender and are not necessarily shared or endorsed by
Slanbia plc or any associated or related company.

[his message has been scanned for all known viruses.

f you received this in error, please contact the sender and delete the material from any computer.

Slanbia plc is registered in Ireland as a public limited company.
Registered Office: Glanbia House, Kilkenny. '
“ompany Number: 129933

2/1/2008
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‘he new estimated solids throughput through the surge hopper and the amount of powder to be bagged
3.200 Ibs. / hr.. '

3aghouse Efficiency of the small baghouse that will be on the surge hopper and the efficiency of the nuisance baghouse.

jurge Hopper Bin Vent Assembly efficiency =
Iluisance Dust Collector Assembly efficiency = 99.96+%

some of these details may be in thespreadsheet you sent, but it would be easier to just provide me the details as | have asked. | need
o know how much dry solids is going into the WPC surge hopper and how much is going into the WPC nuisance baghouse.

\pprox. 13.200 Ibs. / hr. WPC Powder into Surge Hopper

0291 Ibs. / hr. WPC powder emission's from the surge hopper

\pprox. 10 Ibs. / hr. of WPC powder to the Nuisance Dust Collector
1129 Ibs. / hr. WPC powder emission's from the Nuisance Dust Collector

Todd Hughes
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Appendix F
Modeling Results




Appendix F. Modeling Results for Glanbia Foods, Inc. (units ug/m3)

Overall
Modeled Modeled Below
Pollutant |Averaging Period} Background| Conc. Conc. Criteria Criteria Year Location
Criteria Pollutants
PMyy 24-HR* ** 73 71.6 144.6 150 Yes 5-yr North fenceline
ANNUAL* 26 11.5 37.5 50 Yes 5-yr North fenceline
Notes:

*The 24-Hour PM10 concentration is for the 2nd High
** The 24 HR PM10, and Annual PM10 concentration used a combined 5 year meteorological data file.
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